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Vision Panels

Vision panels are available in a number
of standard styles and sizes as listed
below. We are aso able to work with
our clients to create bespoke variations.
e Style VOT - 800 x 200 mm

* Style VO2 - 800 / 600 x 200 mm

* Style VO3 - 1600 x 160 mm

e Style VO4 - 1600 x 160 mm

e Shyle VOS5 - 1200 x 150 mm

e Style VO6 - 800 x 400 mm

e Style VO7 - 400 x 400 mm

e Style VO8 - 300 mm diameter (a)
400 mm diameter (D)
500 mm diameter (c)

e Siyle VO9 - 4 0f 175 x 175 mm

e Shyle V10 -5 0of 175 x 175 mm
e Shyle V11 - 430 x 430 mm

(fascia 500 x 500 mm)
e Shyle V12 - 730 x 130mm

(fascia 800 x 200 mm)
ALL APERTURE DIMENSIONS
SHOWN RELATE TO THE VISIBLE

GLASS SIZE

Vision panels can be supplied with standard
bolection beading, flush beading, v-groove glazing
and full flush glazing.

Full Flush Glazing V Groove Glazing Clear Glazing
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beading and frames

Beading

Allvision panels can be supplied with either
polection of flush beading.

Vision panels fitted to encapsulated doors
can also be supplied with full flush glazing or
v- groove flush glazing.

This can be supplied as fire rated doors (triple
dazed with fire rated glass in the centre) or
non fire rated (no centrall piece of glass),
termed as clear glaze.

Flush
Beading

Clear glaze can be supplied using perspex on g'::"ng

al encapsulated doors or using glass on
encapsulated doors with the v-groove option,

Frame Selection

A number of frame sections are avalable
to suit various requirements. VWhere
architraves are required sguare section
and radius comers are avalable as
standard. Other profles are avalable upon
reguest.

Standard Frame

Rebated Frame e Standard Frame- Lining, Loose Stops &
(optional architrave) Achitrave

e Rebated Frame

Flush Frame

Split Frame

Steel Frame

4 Double Swing Frame









